
BULLDOG
Installation Instructions

The Bulldog PRO Series antenna is perfect for in-building 
applications. It is available with up to 4X4 MIMO LTE, 5G, 
CBRS, LTE LAA, and WiFi.  It is inconspicuous and blends in 
with the ceiling of almost any room. This 2×2 foot antenna 
only hangs out about two inches from the ceiling. Mounting 
an antenna on the ceiling eliminates the problem of poor 
RF from metal obstructions in the closet.

REQUIRED TOOLS
Hammer / Rubber Mallet

Drill

Phillips Screwdriver

Mounting the Antenna

Step 1.

Step 2.

Step 3.

For best performance it is important that the antenna is mounted on a conductive panel. Select a location that is at 
least 1 foot, or as far as possible, from any other ceiling mounted items such as antennas, light bars, etc. in order to 
avoid any detuning or interference issues.

Choose the mounting location and take out the existing ceiling tile. Lift the Bulldog through the grid and place it on top 
of the grid. If the ceiling tile is 2’x4’, cut the ceiling tile to half the length and mount it back. 

Route the coaxial cables from the antenna through the false ceiling to the router. Maintain a minumum bend radius of 
0.5’’ and aboid sharp bends. Run the cables adjacent to the existing wiring. Avoid routing cables in front of any moving 
devices.



Cable Connection Instructions

Note: SMA connectors have a maximum torque of 3-5 inch lbs. 
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